
 
Figure 1 - Air conditioner filter inside open unit. 

Required measures… 
• a / c filters 
• low flow showerheads 
• hot water heater wraps 
• hot water heater pipe insulation 

Weatherization measures 
Attic insulation 

 
Figure 2 - Before. Attic insulation is matted and old. 

 
Figure 3 - After. Attic insulation is loose and fluffy. 

Compact florescent lighting 

 
Figure 4 - Before. Old lightbulb-based garage light. 

 
Figure 5 - After. New florescent garage light. 

 

  



Repair or replace hot water heater. Hot water heater pipe insulation. 

 
Figure 6 - Before. Old, rusted, electric water heater. 

 
Figure 7 - After. New, gas water heater. 

Solar Screens 

 
Figure 8 - Before. House without solar screens. 

 
Figure 9 - After. House with solar screens. 

Repair or replace existing heating and cooling units. 

 
Figure 10 - Before. Old, outdoor air conditioner unit. 

 
Figure 11 - After. New, outdoor air conditioner unit. 

 

  



Roof coating 

 
Figure 12 - Before. Old weather damaged roof. 

 
Figure 13 - After. Roof treated with coating. 

Repair or replace windows 

 
Figure 14 - Before. Old jalousie windows. 

 
Figure 15 - After. Brand new windows. 
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