WALL MOUNTED HINGE BRACKET 12-8

SECURED WITH TWO EXP. BOLTS IN
CONCRETE MASONRY (TOP AND BOTTOM) 2'_4” FROM

REAR WALL

1” VINYL CLAD CHAIN LINK
FENCE SWING GATE WITH
GREEN VINYL SLAT FILLERS

6” (MIN.) FIBER | : | : | . | .
REINFORCED CONCRETE CONC. BLOCK TO BE SAME CONC.
APPROACH SLAB —|— (|DOLOR /lxs BLD(|3. AT TOP[—

3000—PSI MINIMUM

1.8’
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CONCRETE APRON TO BE
THE WIDTH OF DUMPSTER
OPENING AND HAVE A

MINIMUM LENGTH OF 10’

197

6” DIA. STEEL PIPE
FILLED W/CONCRETE.
PAINT WITH 2 COATS
OF YELLOW PAINT.

6" CONCRETE SLAB W/

6” MIN. COMPACTED THICKENED EDGES

SUBGRADE MIN. 98% DENSITY
¢ INSIDE SLAB ON COMPACTED

1/2” THICK FIBER EXPANSION SUBGRADE COMPACT TO A MIN. 3000 PSI

JOINT, FULL DEPTH MINIMUM OF 98% OF MAXIMUM CONC. BELOW

DENSITY PER AASHTO T-180 SLAB AND IN PIPE

SIDE VIEW OF ENCLOSURE WITH BOLLARD

NOTES:
1. PIPE BOLLARD CAN BE
PLACED IN PVC PIPE
SLEEVE, AS AN OPTION #5 REBAR CONTINUOUS IN BEEO%%EC%%R%ET%%'Z‘SG OR
FOR REMOVAL. CONCRETE FILLED LINTEL
BLOCK IN TOP COURSE K
2. TIE ALL STEEL REBARS Inal 8” CONCRETE BLOCK (TYP)
5 BARS IN GROUTED 1 (DECORATIVE BLOCK, STUCCO,
# ' / OR FLUSH JOINTS WITH
FILLED CELLS (WHERE
CHOWN ‘ON-BLAN viEw) il EXTERIOR PAINTED COLOR OF
\ BLDG. ARE OPTIONAL)
3000 PSI (MIN.) FIBER et
REINFORCED FDOT o 47 T CENTER OF #5 BAR
CLASS | CONCRETE 45 REBAR A
CONTINUOUS

THROUGHOUT

6” THICK SLAB IN
INTERIOR OF ENCLOSURE FOOTING |
THT| LAP CONTRACTOR INSTEAD
N - il OF LAPPED BARS)
— ey
/ 12" LAP »‘—« 3" OF COVER

DASHED LINE REPRESENTS BOTTOM OF SLAG

WITHIN CONFINES OF THICKENED FOOTING. TIED TO REBAR
COMPACT SOIL UNDER FOOTING TO A MIN. OF

98% OF MAX. DENSITY AS PER AASHTO T-180.

il (FULL HEIGHT DOWELS

2'-6" MAY BE USED BY

T

SECTION VIEW

DUMPSTER ENCLOSURE SECTIONS
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