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WITH MITERED END SECTIONS @ WITH HEADWALLS
(1) 1-1/2" TYPE S=1 OR SP-12.5 ASPHALT
@ BASE: 6” LIMEROCK OR CEMENTED COQUINA,
MIN. LBR 100, COMPACTED TO A MIN. OF
98% MAXIMUM DENSITY PER AASHTO T-—180
(3) SUBGRADE: 6” TYPE "B”, STABLIZED TO MiN.
LBR 40, COMPACTED TO A MIN. OF 98%
NOTES MAXIMUM DENSITY PER AASHTO T—180

1. MITERED END SECTIONS SHALL BE CONSTRUCTED IN ACCORDANCE WITH FDOT DESIGN

STANDARDS INDEX 272, LATEST EDITION.

2. HEADWALLS SHALL BE CONSTRUCTED IN ACCORDANCE WITH FDOT DESIGN STANDARDS

INDEX 250, LATEST EDITION.

3. CULVERT SIZES WILL BE DETERMINED BY EITHER THE UPSTREAM AND DOWNSTREAM
CULVERT SIZES OR THE CROSS—SECTION OF THE DITCH. THIS INFORMATION MUST BE

PROVIDED BY AN ENGINEER OR SURVEYOR

LICENSED IN THE STATE OF FLORIDA.
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